
QTY
PARTS KIT CONTENTS                                 

DESCRIPTION TOOLS REQUIRED
2 "L" BRACKETS 7/32" DRILL BIT

10 PHILLIPS HEAD BOLTS PHILLIPS HEAD SCREWDRIVER
 LLIRDSTUN XEH01

10 LOCK WASHERS 10MM WRENCH

6.87"

1.71"
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“L” BRACKET INSTALLATION GUIDE 

  

Step 1.    Remove contents from box and check for a ny damage.  Verify all parts   
                against the parts list.  Read and u nderstand instructions completely before   
                beginning installation. 
Step 2.    Position and hold template on passenger side �ange on truck bed. (See Figure 1) 
Step 3.    Using a center punch, punch each hole.  If the truck has a bed liner, center  
                punch the bed liner.  DO NOT CUT THE BED LINER!    
Step 4.    Drill mounting holes using 7/32” drill.   
Step 5.    Install Universal brackets onto “L” brac kets. (See Figure 2)  
Step 5.    Install “L” bracket. 
Step 6.    Repeat steps 2-5 for driver’s side. 
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4          PHILLIPS HEAD BOLTS PHILLIPS HEAD SCREWDRIVER

NOTE ON 2010- CURRENT NISSAN FRONTIER TRUCKS 
WITH BEDLINER USE PROVIDED SPACER TO PROVIDE CLEARANCE.  


