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Removal of Stock System 
 

1. Apply a penetrating lubricant liberally to all exhaust fasteners, 

hangers and rubber insulators.  
 

2. Start to remove the exhaust by loosening the clamp above the 

rear axle, before the muffler on the driver’s side.  

Refer to Figure 1. 
 

3.  The muffler can be removed by removing the hangers from 

the rubber isolators; one on each side. Refer to Figure 2. 

 

Installation of MBRP Inc. Performance Exhaust 
 

1. Remove the rear rubber isolator from the driver-side of the vehicle 

and place it onto the hanger of the Inlet Pipe. 
 

2. Slide a 2 ½” Clamp over the Inlet Pipe and then loosely install it to 

the over-axle pipe. Attach the rubber isolator on the Inlet Pipe back 

onto the vehicle mount. Refer to Figure 3. 
 

3. Slide a 2 ½” Clamp onto the Muffler and loosely attach it to the Inlet 

Pipe. Note that the Muffler should be oriented such that the inlet is 

towards the rear of the vehicle. Refer to Figure 3. 
 

4. Slide a 2 ½” Clamp over the Passenger-Side Tail Pipe and install it 

onto the Muffler. Slide the Passenger-Side Tail Pipe hanger into the 

existing rubber insulator. Refer to Figure 4.  
 

5. Slide a 2 ½” Clamp over the Driver-Side Tail Pipe and install it onto 

the Muffler. Refer to Figure 5.  
 

6. Install the Exhaust Tips onto the Tail Pipes check alignment and 

tighten. Refer to Figure 5. 
 

7. Note that the tip height can be adjusted by changing the angle of the 

muffler and the tail pipes. Align the exhaust as required to ensure the 

tips are 1” away from the bumper. Starting at the front of the exhaust, 

tighten all clamps and connections.  
 

8. Check along the whole length of the exhaust system to ensure that 

there is adequate clearance around any fuel and brake lines or any 

wiring. If any interference is detected, relocate or adjust. 
 

Congratulations! You are ready to begin experiencing the improved 

performance and driving pleasure of your MBRP Inc. performance exhaust 
system. We know you will enjoy your purchase. 
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